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GLD-1401
91576

GLD-1501/IR
92392

NTD-2101
93154

NTD-4101
93155

NTD-6101/18
93151

Imager 1/3“ CCD 1/3“ CCD 1/3“ CCD 1/4“ CCD 1/4“ CCD

Resolution (Pixels) 704 x 576 704 x 576 720 x 576 720 x 576 720 x 576

Compression standard MJPEG, MPEG4 MJPEG, MPEG4 MPEG4 MPEG4 MPEG4

Image transm. rate max. 25B./Sek. 25B./Sek. 25B./Sek. 25B./Sek. 25B./Sek.

Video outputs (type) CVBS CVBS CVBS CVBS CVBS

Integration rate no no yes no yes

Switchable IR cut fi lter no no no no yes

Backlight compensation no BLC BLC BLC BLC

Dig. noise reduction no no yes no no

Activity detection yes yes yes yes yes

Focal length 3,6 mm 3,3-12 mm 4-9 mm 3,15-31,5 mm 4,1-73,8 mm

Rotation range 360 ° 360 ° 359 ° 359 ° 360 °

Prot. rating / Colour (bubble) IP54 / clear IP20 / clear IP66 / clear IP66 / clear IP40 / clear

Vandalism resistant yes yes yes yes no

Supply voltage 12VDC 12VDC, 24VAC 12VDC 12VDC 12VDC

Comments IR Illumination by 18 integral 
850nm LEDs

Dome Network Cameras

Free of charge: NT Manager and GL Manager

NT Manager comes bundled free of charge with eneo NT Series 
network cameras as the management software; it is the GL 
Manager for eneo GL Series cameras. 
However, each version of the management software can only ma-
nage its own models, mixed operation is therefore not possible.
You can download it at www.eneo-security.com.

GL Manager
The software supports the control, recording and confi guration for GL 
Series network cameras as well as the simultaneous connection and 
display of up to 16 video sources. Automatic alarm image display, time 
or event controlled recording and multi-level password protection are 
only a few features offered by this powerful software solution. 

NT Manager
Up to 16 video sources can be displayed, recorded and confi gured 
simultaneously over the intuitively operated user interface of the NT 
Manager software. In addition to models with real-time telemetry 
functions, mouse actions can actuate and save presets as well as 
display guard tours and patterns. The calendar can be used to jump to 

the desired recording period via the search menu. The 24-hour time 
list then differentiates between the following colour-marked events: 
alarm (blue), motion (red) and manually triggered recordings (green). 
The program also offers bidirectional audio as well the option to record 
according to a confi gured schedule in addition to multi-level password 
protection.
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GLS-2101
91573

NTS-2101
93101

GLS-2104
91555

NTS-2104
93102

Video inputs (amount) 1 1 4 4

Alarm inputs yes yes yes yes

Audio support yes yes yes yes

Activity detection yes yes yes yes

Resolution max. 720 x 576 720 x 576 704 x 272 720 x 576

Compression standard MJPEG, MPEG4 MPEG4 MJPEG MPEG4

Image transm. rate max. 25B./Sek. 25B./Sek. 25B./Sek. 25B./Sek.

Internal storage no no no no

PTZ Support yes yes yes yes

Serial interfaces RS-485 RS-485 RS-485 RS-485

Supply voltage 12VDC 5VDC 12VDC 5VDC 

19“ Rack  mountable no no no no

Comments Quad Mode only

Servers

Products in the tables above are sorted by: 1. Video inputs (amount), 2. Type

Accessories

NTD-OPX/IPX-CC1
74144

EHL-W/ECLKA-NW
79658

GLD/WMB-1
92517

NTDF-AKS1
74145

EHL-BLS/12VDC
79665

GL-MANAGER
91538

Cables Housings Mounting Mounting Product Addition Product Addition

Connection cable for NTD-
6101/xx Network Domes in 

In/Outdoor Housing

Weatherproof Housing w. 
RJ-45 Connector, Heater/
Thermostat, Wall Bracket, 

RAL9002

Wall Mount for GLD-1501/IR Power & Connection Box 
with Mounting Bracket for In/
Outdoor, 230V-12VDC/24VAC

Blower Kit 230V/50Hz with 
Thermostat for EHL-W/ECLKB 

Housing, 12VDC

Remote Administration 
Interface Software for eneo 

NW Series GL

NT-MANAGER
93156

Product Addition

Remote Administration 
Interface Software for eneo 

NW Series NT

Products in the tables above are sorted by: 1. Video Inputs, 2. Type


